
Designed for all Ultra Short Throw projectors wih simple assembly 

for quick and easy alignment  

LASER ULTRA SHORT THROW 
WALL MOUNT WM-4 

Specifications WM-4 
Product Weight 12.13lbs (5.5kg) 

Load Capacity 33 lbs (15kg) 

Package Size 19.7” x 9.1” x 10.6” 

Front/Rear Adj 12.8”(325mm) – 29.13”(740mm) 

Up/Down Adj ± 1.5” 

Left/Right Adj ± 1.25” 

Adjustment Angle Vertical tilt, Horizontal roll, Horizontal rotation, ±5° (3 directions) 

Image Size 80” to 150” Diagonal 

UPC Code 813097025715 



WM-4 Mount 

    Model 
DU775Z-UST 

Image Size V-Offset
(Distance between 
bottom of wall plate to 
the top of the image) 

L1 
(Distance between 
projecting surface and the 
rear of the projector) 

L2 
(Distance between 
projecting surface and the 
front of the projector) 

Diagonal Width x Height 

Inch (cm) Inch (cm) 

   Resolution 

     WUXGA 
(1920 x 1200) 

80” (203) 68” x 42.5” 
(172.3 x 107.7) 

12.3” (31.cm) 2.72” (6.9cm) 18.66” (47.4cm) 

87” (221) 74” x 46.2” 
(187.4 x 117.1) 

13.0” (33cm) 4.02” (10.2cm) 19.96” (50.7cm) 

90” (229) 76.5” x 47.8” 
(193.9 x 121.2) 

13.3” (34cm) 4.72” (12.0cm) 20.67” (52.5cm) 

100” (254) 85” x 53.1” 
(215.4 x 134.6) 

14.4” (37cm) 6.73” (17.1cm) 22.68” (57.6cm) 

120” (305) 102” x 63.75” 
(264 x 150) 

16.5.” (42cm) 10.1” (27.2cm) 26.65” (67.7cm) 

150” (381) 127.5” x 79.7” 
(323.1 x 201.9) 

19.7” (5 cm) 16.73” (42.5cm) 32.68“ (83.0cm) 

Note: DU775Z-UST V-Offset can be calculated for different screen sizes using the following formula 
V-Offset   = (Screen Width/2) x (0.335)


